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The current status of a flexible numerical model for vapor compression refrigeration systems for steady state and 
transient conditions is presented. The model simulates both the refrigeration cycle itself and the refrigerated 
compartments network, based on a modular approach, where each element of the system is solved independently by 
means of appropriate models, and where the whole system is solved iteratively based on the links established 
between the elements. The methodology implemented to achieve the transient simulation of the whole system 
combines a steady-state approach for the refrigerating cycle loop with a transient approach for the refrigerated 
compartments. 
 
The aim of this work is to review the model validation at steady-state conditions for a particular refrigerator with a 
unique refrigerated cabinet and to perform transient simulations in order to foresee the refrigerator behavior. The 
main components of the studied refrigerator, namely, hermetic compressor, wire-and-tube condenser, non-adiabatic 
capillary tube, plate evaporator, low-pressure-side accumulator, and refrigerated cabinet, are included in the model. 
On the one hand, for steady state conditions, both the system relevant temperatures and the refrigerant charge 
distribution are predicted at different heat loads and compared against experimental values. On the other hand, for 
transient conditions, the evolution in time of both the system relevant temperatures and the refrigerant charge 




Household refrigerators are widely used and represent a significant energy consume in several countries. The study 
of such appliances has been extensively tackled by researchers in order to improve their efficiencies and save 
energy. Among the possible approaches to analyze such units, computer simulations are commonly used due to their 
reduced cost and time.           
 
In general, for performance prediction and unit design, simulations are carried out at steady-state conditions, while 
transient simulations are mandatory for system control design (Qiao et al., 2010). Several models for refrigerating 
systems have been presented in the technical literature (Melo et al., 1988, Chen and Lin, 1991, Chen et al., 1995, 
and Radermacher et al. 2005). A comprehensive survey of the available models was carried out by Hermes and 
Melo (2008). The requirements for an ideal simulation tool include stability, robustness, flexibility/adaptability, 
accuracy, rapidity and a generic approach. These desirable characteristics may come into conflict between each 
other so that the research should be oriented to achieve the best compromise (Ding, 2007).       
 
The numerical model presented in this document is currently been tested and validated. It represents an attempt to 
develop a robust tool to predict the thermal and fluid-dynamic behavior of refrigerators at both steady-state and 
transient conditions. The main goal is to obtain a flexible modular code able to simulate systems at steady-state 
conditions with a good level of detail, but also to simulate long transient conditions with low computing time.  
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The second Section of this work is devoted to explain the main aspects of the system resolution procedure together 
with the particular models used to solve the system components. And the third Section shows steady-state and 
transient simulations for a particular commercial refrigerator.  
 
2. NUMERICAL MODEL 
 
In this Section the most important details regarding the full system numerical resolution are described together with 
a brief review of the numerical models used to predict the thermal and fluid-dynamic behavior of the system 
components.  
 
2.1 System Representation and Numerical Resolution  
The simulation of vapor compression refrigeration systems is achieved from a modular numerical infrastructure 
based on an object-oriented tool. The whole system is modeled as a collection of different objects connected 
between them. Each object represents a specific part of the system (e.g. heat exchanger, compressor, expansion 
device, capillary tube, connecting tube, receiver, cavity, wall etc.) and can be independently solved for given 
boundary conditions. The global resolution procedure consists in solving all the objects iteratively, transferring 
information between them, until a converged solution is reached. Figure 1 shows the scheme of a simple 
refrigeration system and  its corresponding objects diagram, while Figure 3 (left) shows the basic system resolution 
procedure. 
 
Figure 1: Refrigeration system: simplified scheme (left), and objects diagram (right) 
 
The system is easily modified by adding, subtracting or substituting any of its objects. This feature gives great 
flexibility to the simulation tool, not only because the configuration of the system can be altered, but also because 
the numerical model of each object can be straightforwardly replaced allowing different levels of simulation. 
 
2.2 Household Refrigerator Simulation 
For the simulation of the household refrigerator carried out in this work several aspects of the system were taken 
into account  and specific resolution techniques were applied.   
 
2.2.1 System Components. The most relevant components of the household refrigerator were taken into account for 
the present simulation. On the one hand, the refrigeration cycle, which is usually simplified to the four main 
elements (compressor, condenser, expansion device and evaporator) has been simulated considering the following 
components: a commercial compressor, a tube-and-wire condenser, a capillary-tube/suction-line heat exchanger, a 
plate type evaporator and a receiver (to store/release liquid refrigerant). On the other hand, the refrigerated cabinet 
has been simulated as an empty room but including a small brass volume inside which is used to measure the cabinet 
temperature.   
 
2.2.2 Control System. The transient simulation of the household refrigerator is equipped with a control system used 
to regulate the temperature inside the cabinet. The control system used in this work is fed with two reference values, 
namely, the maximum and minimum temperatures allowed inside the cabinet. During the transient numerical 
resolution an independent subroutine, in charge of the system control, is called once every time step. It works as 
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follows: according to the input parameter (current cabinet temperature) and the predetermined reference values, the 
control system could modify the compressor operational state (shutdown/startup).  
 
2.2.3 Cycle with compressor switched off. In household refrigerators the compressor could be operating at different 
speeds or simply be switched on/off depending on the thermal load needs. The components arrangement used to 
represent the refrigerating cycle when the compressor is switched on is not adequate to predict the cycle behavior 
when the compressor is switched off (the models of the components used herein were not developed to deal with 
motionless fluids). Therefore, an alternative cycle lay-out has been proposed to predict the cycle behavior at the 




Figure 2: Refrigeration system the when compressor is switched OFF: simplified scheme (left), and resolution 
procedure (right) 
 
As shown in Figure 2, the implemented cycle configuration for the “off” condition is made up of only three 
components, namely, a high pressure side component (with a volume equivalent to the condenser), a low pressure 
side component (with a volume equivalent to the evaporator, the accumulator and the compressor inner volumes 
together), and an adiabatic capillary tube connecting both volumes (with the same diameter and total length of the 
non-adiabatic capillary tube used in the “on” cycle). The unique link between both volumes is the capillary tube as 
the compressor inner valves remain closed during the “off” state. The resolution procedure is carried out 
sequentially every time step: the new fluid state is recalculated in both volumes (considering the heat exchange with 
the surroundings and the mass transfer between them) from a previously mass flow rate calculated at the capillary 
tube.   
 
2.2.4 Pseudo-transient approach. The pure transient simulation of the whole household refrigerator and its 
components is rather complex, time consuming, and with serious convergence challenges. In this work a pseudo-
transient approach is proposed in order to allow rapid and stable simulations. The resolution procedure is carried out 
sequentially and combines two different approaches as the cycle is calculated from a performance map (previously 
obtained from a set of steady-state cases)  while the refrigerated room is solved in a transitory way. Each sub-system 
is solved every time step and shares information with the other sub-system. On one hand, the air temperature inside 
the cabinet acts as the boundary condition for the refrigerant cycle, and on the other, the heat absorbed by the 
evaporator acts as the boundary condition for the cabinet. The flow diagram of the resolution algorithm is observed 
in Figure 3 (right).    
 
For the steady-state simulations carried out on the refrigerant cycle to generate the performance map, the mass flow 
rate is common to all the components so that the resulting set of equations is indeterminate. In order to overcome 
this limitation, and to achieve full closure, the refrigerant mass inside the system must be known. Therefore the 
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resolution methodology is carried out by means of two iterative loops. The refrigeration cycle is iteratively solved 
for a fixed system value (for example, the compressor outlet pressure or the accumulator liquid level) which in turn 
is iteratively re-adjusted until convergence is attained (i.e. the calculated refrigerant mass is equal to the system 
refrigerant mass). The flow diagram for this algorithm is shown in Figure 3 (left).   
 
 
Figure 3: Resolution scheme: pseudo-transient state of a whole household refrigerator system 
 
The scope of this work, besides achieving a full pseudo-transient picture of the whole system, is to simulate long 
time periods of operation. In order to attain the latter goal the steady state simulation of the refrigerating loop was 
not solved every global system time step but instead it has been previously characterized (see Figure 3 right). The 
steady state refrigerating cycle response to any boundary condition is calculated prior to the full simulation, 
therefore, at every system time step, the heat transferred from the air to the evaporator is readily obtained.  
 
2.3 Mathematical Model of Elements 
The studied household refrigerator includes two linked sub-systems (vapor compression refrigerant cycle and 
refrigerated cabinet network) with several components (see Section 2.2.1). In this Section a brief description of the 
models used to simulate the components is presented. 
 
2.3.1 Compressor. The compressor model is based on the work by Ndiaye and Bernier (2010) where a simplified 
model is reported. The compressor consists of three main parts, namely, the shell inner volume, the compression 
chamber, and the discharge line. Both a mass and an energy balance equations are applied to the fluid inside the 
shell, while an energy balance over the compressor solid part is also considered. The model is fed with some 
empirical heat transfer coefficients and assumes the following hypotheses: oil effects are neglected, the suction 
pressure is equal to the pressure inside the shell, the suction and discharge mufflers influence is not taken into 
account, and the mixture inside the shell is considered thermally homogeneous. In addition to the model equations, 
the compressor is characterized by both the volumetric and isentropic efficiencies. These efficiencies are also 
expressed as variables depending on the compression pressure ratio (the mathematical relations could be obtained 
from the data provided by the manufacturer, or from experimental tests, or from detailed numerical simulations 
carried out previously).  
 
2.3.2 Non-adiabatic tubes. The thermal and fluid-dynamic behavior of flows inside tubes is predicted with a 
distributed two-phase fluid flow model based on the work by García-Valladares et al. (2004). The fluid domain is 
represented by means of consecutive control volumes where the governing equations (continuity, momentum and 
energy) are applied and solved. The flow is evaluated on the basis of a step-by-step numerical implicit scheme 
where the wall temperature map acts as the boundary condition. The formulation requires the use of empirical 
correlations to evaluate the void fraction, the shear stress, and the convective heat transfer coefficient used to 
evaluate the heat transferred between the tube and the fluid.  
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2.3.3 Heat Exchangers. For fin-and-tube evaporators different levels of simulation could be considered. First, the 
detailed model called CHESS (Oliet et al. 2002) where the domain is divided into a set of control volumes as fin-
and-tube blocks. The model allows steady and unsteady analysis, flexible geometry and circuitry, working at dry or 
wet/frosting conditions. The inner refrigerant flow is solved with the two-phase flow model where non-uniform heat 
transfer coefficients can be considered in radial and axial directions. Second, a model based on the two-phase flow 
model combined with simple external conditions (e.g. natural convection, concentric counter-current flow). And 
third, a less time consuming ε-NTU based (steady, multi-zone) fin-and-tube heat exchanger model (quickCHESS) 
which includes evaporation/condensation phenomena together with dry/wet airside conditions (Oliet et al. 2007). 
These three approaches could also be used for the wire-and-tube condenser.  
 
2.3.4 Non-adiabatic capillary tube. The algorithm to simulate the capillary tube is detailed in Ablanque et al. 
(2015).  It is based on the two-phase flow model presented in Section 2.3.2. The resolution procedure is carried out 
in two steps. The first step consists in determining the capillary tube critical condition. The mass flow rate inside a 
capillary tube increases as the evaporating temperature decreases (lower discharge pressure) but only up to a critical 
value from which the mass flow rate remains constant. This critical limit occurs when the entropy generation 
equation is not accomplished anymore. It can be alternatively calculated when dp/dz approaches to infinity at the 
capillary tube discharge end. Thus, by comparing the current discharge pressure with the critical pressure (outlet 
pressure at critical conditions) it is possible to deduce if the capillary tube is operating at critical or non-critical 
conditions. The second step consists in performing the corresponding simulation according to the capillary tube 
critical or non-critical behavior. If the flow is non-critical, new iterations are carried out in order to find the 
refrigerant thermal and fluid-dynamic behavior taking into account the actual discharge pressure. However, if the 
flow is critical, an additional control volume is considered at the capillary tube outlet end. There, an energy balance 
is applied to calculate the capillary tube discharge enthalpy (heat transfer and transient terms are neglected). 
 
2.3.5 Accumulator. The numerical algorithm used to simulate this component is based on a full energy balance, 
where the following hypotheses have been assumed: i) the refrigerant inside the receiver is divided into perfectly 
defined liquid and vapor zones, ii) the internal energy is equal to the enthalpy in the liquid zone, iii) the kinetic and 
potential effects are neglected, iv) when mixed flow enters into the receiver it separates instantaneously. The model 
is comprehensively described  in Sadurní (2012). 
 
2.3.6 Refrigerated chamber. The refrigerated chambers are configured as a collection of other components, namely, 
air volumes, solid volumes, and walls, which are linked between them. For instance, the component for an air 
volume consists of a single control volume including mass, moisture and energy balances. The component for walls 
consists of a multiple material layer, with one dimensional heat conduction, moisture transport, and heat convection 
at surfaces together with thermal radiation and solar gains. The solid volumes account for solid objects that could be 
inside any chamber. These objects exchange heat with the surroundings and could accumulate or release heat 
accordingly (food or temperature sensors with a non-negligible mass that could be inside the chambers are simulated 
with this type of component).   
 
3. NUMERICAL RESULTS 
 
In this Section, the studied refrigerator is described and simulated at both steady-state and transient conditions. In 
both cases the main parameters of the system are analyzed (temperatures and pressures) together with a special 
emphasis on the refrigerant mass distribution. 
 
3.1 Studied Refrigerator 
Björk and Palm (2006) reported steady-state experimental data of the refrigerant mass charge distribution in a 
domestic refrigerator at varied thermal loads. The specific refrigerator of that work has been selected to be simulated 
with the present numerical model as most of the relevant information (elements geometry, compressor reference, 
operational conditions etc.) is provided. The tested refrigerator was an Electrolux ER8893C with the following main 
features: 
 
• Cabinet: 1.75×0.6×0.6 m. 
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• Evaporator: plate type heat exchanger, external free convection, back wall positioned (20 mm distance to 
wall), made of aluminium, refrigerant length line 6.22 m, hydraulic diameter 3.2 mm, geometry 
0.66×0.49×0.0014 m, total internal volume 116 ml (including the accumulator). 
• Accumulator: included in the evaporator, volume 46 ml (with about 23 ml to store liquid).   
• Condenser: tube-and-wire type heat exchanger, external free convection, 53 vertical wires on each side of 
the tubing, geometry 1.33×0.51×0.008 m, made of steel, internal/external diameters 3.5/5 mm, total 
internal volume 135 ml. 
• Capillary tube: total length of 2.54 m, concentric heat exchanger with suction line of 2 m, inlet and outlet 
adiabatic sections of 0.5 and 0.04 m, respectively, and internal diameter of 0.6 mm.  
• Filter-drier: molecular sieve, internal free volume 11.3 ml. 
• Compressor: hermetic commercial type (ZEM HQY70AA). 
• System refrigerant charge 35.3 g of R600a. 
 
3.2 Steady-State 
In this Section, the steady-state experimental data of Björk and Palm (2006) is compared against the numerical 
predictions carried out with the numerical model described in Section 2. The refrigerator characteristics are 
described in Section 3.1 while the boundary conditions used for the simulations are described in Table 1.  
 





Ambient temperature [ºC] 25 
Cabinet air temperature [ºC] from -13 to 23 
 
 
The model was intended to be as accurate as possible according to the test facility description. However, two major 
assumptions were made.  
 
On the one hand, the system refrigerant charge was modified from 35.3 to 26 g. The numerical model does take into 
account neither the refrigerant mass dissolved into the compressor oil nor the refrigerant mass inside the filter-drier 
(this element is not simulated). Fortunately, the steady-state results presented by Björk and Palm (2006) show that 
the refrigerant mass related to these two elements remains almost constant for the whole range of thermal loads. 
Therefore, it is reasonable to subtract the refrigerant mass associated with these two elements from the total 
refrigerant charge without altering significantly the calculations.  
 
On the other hand, the evaporator has an uneven geometry (irregular refrigerant line path) and has the accumulator 
integrated into it. This particular configuration makes it difficult to accurately simulate it with the numerical models 
used herein. The approach considered for this study was to split the actual evaporator in two different objects: a 
regular plate type evaporator (modeled with an adaptation of the distributed two-phase flow model) and a 
downstream positioned vertical cylindrical accumulator. The geometry of the simulated evaporator was defined 
based on the real one keeping a similar internal volume to that reported on the experimental work paper). The 
accumulator size was defined to have the same volume as the real accumulator (about 46 ml). 
 
The cabinet environment has not been considered for this simulation as the experimental cabinet temperature (or 
similarly the thermal load) is used as the external boundary condition for the refrigeration cycle. The heat transfer 
coefficient between the plate evaporator and the cabinet air has been deduced from a heat balance over the cabinet 
and also from the experimental data provided. The thermal loads provided by Björk and Palm (2006) were modified 
according to the mentioned thermal balance as they were originally based on an approximate calculation for the 
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Figure 4: System temperatures at different thermal loads. Numerical predictions (solid lines) and experimental 
values (points) 
 
Figure 4 shows the experimental temperatures compared to the numerical predictions at different thermal loads. The  
trends of the four temperatures compared, namely, condensation, evaporation, compressor surface and cabinet air, 
are in agreement with the numerical results. The system evaporation pressure and cabinet air temperature are slightly 
under predicted. The mean temperature differences between predictions and experimental cases are 3.3, 5.5, 0.7 and 




Figure 5: System refrigerant charges at different thermal loads. Numerical predictions (lines) and experimental 
values (points) 
 
The experimental refrigerant charge of the system elements as a function of the thermal load is compared against the 
numerical calculations in Figure 5. It can be observed that the system charge migrates from the 
evaporator/accumulator to the compressor/condenser as the system is subjected to higher thermal loads. The 
predictions show similar tendencies to the experimental data (the curves slopes are almost identical in both cases) 
but  the refrigerant mass is under- and over-predicted for the evaporator and condenser, respectively. The mean 
refrigerant weight differences between predictions and experimental cases are 2.5, 1.9 and 0.4 g for the condenser, 
the evaporator/accumulator/capillary tube, and the compressor, respectively.  
 
The power consumption for this case is plotted in Figure 6 but only numerically as this parameter was not available 
in the experimental data. 
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The refrigeration cycle validated at steady-state conditions in the previous Section is now used to simulate the whole 
refrigerator at transient conditions. The minimum and maximum temperature allowed inside the cabinet are 4 and 6 
ºC, respectively. For this purpose, the cabinet temperature is regulated by means of an on/off control that shuts-down 
or starts-up the compressor according to the current temperature measurement. The cabinet temperature is measured 
by means of a thermocouple attached to a small brass cylinder which is placed inside the cabinet. The transient 
simulation includes this on/off control together with the temperature sensor. The ambient temperature is kept 
constant at 25 ºC. The boundary conditions and the control information for this simulation are summarized in Table 
2.  
Table 2: Numerical model: transient conditions 
 
Ambient temperature [ºC] 25 
Cut-in cabinet temperature [ºC] 6 
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Figure 7 shows the system evaporator and condenser pressures at transient cyclic conditions. The condenser pressure 
is above 6 bar while the evaporating pressure is below 1 bar when the compressor is running. When the compressor 
is shut-down (at about 3750 and 5500 s) both pressures start to equalize, and after several seconds, the system attains 
a unique pressure. A refrigerant migration from the condenser to the evaporator through the capillary tube is 
predicted from the model presented in Section 2.2.3 (Figure 9). A progressive transient evolution is observed from 
the moment when the compressor is turned off. The start-up variation is much more abrupt as the refrigerant cycle is 




Figure 8: System cabinet air and cylinder temperatures cyclic evolution 
 
Both the cabinet air and the cylinder temperatures evolution are plotted in Figure 8. On the one hand, the cylinder 
temperature represents the cabinet temperature so this value varies between 4 and 6 ºC as expected, on the other 
hand, the air temperature is directly in contact with the evaporator and the cabinet walls and has a low thermal 
inertia, therefore it varies more rapidly according to the compressor operation mode. The results presented in Figure 
9 show the mass migration occurring inside the refrigerant cycle as the compressor operation mode is switched from 
on to off or vice versa. When the compressor is not activated, most of the refrigerant mass goes to the low pressure 








The numerical model to simulate refrigeration systems presented in this document has been validated at steady-state 
conditions and numerically tested at transient conditions. The model has an acceptable balance between level of 
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detail and speed. For instance, the simulation of transient cases done in this work -carried out with a regular 
computer- lasted only about 5% of the simulated time due to both the implemented resolution strategy and the use of 
a performance map for the refrigerant cycle when running the transient simulation. The time consume could be 
lowered further by using larger time steps (the time step used in this work was 5 s).  
 
The model is about to be fully validated and therefore to be used to study the influence of elements and/or operation 





Ablanque N., Oliet C., Rigola J., Oliva A., 2015, Numerical Simulation of Non-Adiabatic Capillary Tubes. Special 
Emphasis on the Near-Saturation Zone. International Journal of Refrigeration, vol. 55: p. 153-167. 
Björk E, Palm B. 2006b, Refrigerant mass charge distribution in a domestic refrigerator. Part II: Steady state  
conditions, Applied Thermal Engineering 26: 866-871. 
Chen Z.J., Ding G.L., Wang X.F., Que X.C., 1995, Dynamic Simulation and Optimal Matching of a Small Scale 
Refrigeration System with Multi-Refrigerant. IIR Int. Cong. of Ref., Netherlands, vol. 3, pp. 262-269. 
Chen Z.J., Lin W.H., 1991, Dynamic Simulation and Optimal Matching of a Small Scale Refrigeration System. 
International Journal of Refrigeration, vol. 14: p. 329-335. 
Ding G., 2007, Recent Developments in simulation Techniques for Vapour-Compression Refrigeration Systems. 
International Journal of Refrigeration, vol. 30: p. 1119-1133. 
García-Valladares O., Pérez-Segarra C.D., Rigola J., 2004, Numerical Simulation of Double-Pipe Condensers and 
Evaporators. International Journal of Refrigeration, vol. 27, no. 6: p. 656-670. 
Hermes C.J.L., Melo C., 2008, A First-Principles Simulation Model for the Start-up and Cycling Transients of 
Household Refrigerator. International Journal of Refrigeration, vol. 31: p. 1341-1357. 
Melo C., Ferreira R.T.S., Negrao C.O.R., Pereira R.H., 1988, Dynamic Behaviour of a Vapour Compression 
Refrigerator: a Theoretical and Experimental Analysis. IIR Meeting at Purdue, West Lafayette. 
Ndiaye D., Bernier M., 2010, Dynamic Model of Hermetic Reciprocating Compressor in On-Off Cycling Operation. 
Applied Thermal Engineering, vol. 30: p. 792-799. 
Oliet C., Pérez-Segarra C.D., Danov S., Oliva A., 2007, Numerical Simulation of Dehumidifying Fin-and-Tube Heat 
Exchangers: Semi-Analytical Modeling and Experimental Comparisons. International Journal of Refrigeration, 
vol. 30, no. 7: p. 1266-1277. 
Oliet C., Pérez-Segarra C.D., Danov S., Oliva A., 2002, Numerical Simulation of Dehumidifying Fin-and-Tube Heat 
Exchangers. Model Strategies and Experimental Comparisons. Proceedings of the Int. Refrigeration 
Engineering Conference, Purdue, US, p. 1-8. 
Qiao H., Radermacher R., Aute V., 2010, A Review for Numerical Simulation of Vapor Compression Systems. 
Proceedings of the International Refrigeration and Air Conditioning Conference, Purdue. West Lafayette. 
Radermacher R., Gercek E., Aute V.C., 2005, Transient Simulation Tool for Refrigeration systems. IIR Conference 
on Commercial Refrigeration, Italy, pp. 345-355. 
Sadurní A., 2012, Numerical Analysis and Experimental Studies of Vapour Compression Refrigerating Systems: 







16th International Refrigeration and Air Conditioning Conference at Purdue, July 11-14, 2016 
